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Article 1 — General

2501 Qeneral Provisions

2501.1

2501.2

2501.3

2501.4

2501.5

Intent. The purpose of this Chapter is to provi(le minimum  standards to
sa£eguarcl life, limb, health, property and pul)lic welfare loy regula’cing and
controuing the design, construction, instaﬂation, quality of materials, location,

operation and maintenance or use of the public water system.

Scope. The provisions of this Chapter shall apply to the design, installation,
al’cera’cion, repair, relocation, replacement, addition to, use or maintenance of the
public water system within the ViHage of Spring Grove.

Applical)i]ity. The provisions of this Chapter shall apply to all matters aﬂecting or
relating to the public water system as set forth in Sections 2501.1 and 2501.2.
Where, in any specific case, different sections of this code specify different
materials, methods of construction or other requirements, the most restrictive

Shaﬂ govern.

Design. Potable water £acility design shall be in accordance with the ViHage’s
ordinances and the rules and regulations of the IEPA- Division of Public Water
Supplies. All water system improvements shall meet the requirements of the latest
editions of the Standard Speciﬁca’cions for Water and Sewer Main Construction
in thois, the American Water Works Association (AWWA), as well as speciﬁc
requirements of the Viﬂage. All service connections, in addition, shall be designed
in strict compliance with the State of Illinois Pluml)ing Code.

A. MFP, ISO, EPA. The water distribution system shall be clesignecl in
accordance with the gracling schedule for Municipal Fire Protection,
Insurance Services Office recommended fire ﬂows; Ilinois EPA Division of
Public Water Supply Technical Policy statements; and the Engineering
Standards and the Pluml)ing Regula’cions contained in, appended to, and
referred to in this Chapter.

Compliance. No water shall be turned on for service in premises where plumking
has not been installed in full compliance with the requirements in regarcl thereto as
set forth in Viﬂage ordinances; provided, however, that water for use in
construction work in unfinished Luilclings or builclings Leing remodeled may be
suppliecl su]oject to the provisions of this Chapter. All water loeing turned on shall
be used in strict compliance With; Ilinois Department of Public Health (IDPH)
regula’cions, Ilinois Environmental Protection Agency (IEPA) regulations, and
the ViHage of Spring Grove ordinances.
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2501.6 Materials. The requirecl materials and speciﬁc standards for water main, and
branch construction can be found in the foﬂowing sections and in the appendices
to this Chapter.

2502 Definitions

Unless the context otherwise requires, the foﬂowing terms as used in this Chapter shall be
construed according to the definitions given below.

Accepted Engineering Practice. That which conforms to accepted principles, tests or standards of

nationaﬂy recognizecl technical or scientific authorities.

Access (To). That which enables a fixture, appliance or equipment to be reached l)y ready access

or by a means that first requires the removal or movement of a panel, door or similar obstruction

(see “Ready Access”).

Access Cover. A removable plate, usuaHy secured by bolts or screws, to permit access to a pipe or
pipe ﬁtting for the purposes of inspection, repair or cleaning.

Ac].apter Fitting. An approve(l connecting device that suitably and properly joins or adjusts pipes
and fittings which do not otherwise fit together.

Agency. [linois Environmental Protection Agency (IEPA).

Air Gap (Water Distribution System). The unobstructed vertical distance through the free
atmosphere between the lowest opening from any pipe or faucet supplying water to a tanle,

plumbing fixture or other device and the flood level rim of the receptacle.

Alternative Engineered Design. A system that performs in accordance with the intent of this
Chapter and provides an equivalent level of per£ormance for the protection of public health, Sa£ety

and welfare.
Antisipl'lon. A term appliecl to valves or mechanical devices that eliminate siphonage.
Approved. Approved by the code official.

Approved Agency. An established and recognized agency approved })y the code official and that is

regularly engagecl in conclucting tests or {-urnishing inspection services.

Approved Device. Backflow prevention devices or methods approve(l by the Research Foundation
for Cross-Connection Control of the University of Southern California, Association of State
Sanitary Engineers, American Water Works Association, American National Standards Institute
or certified by the National Sanitation Foundation.
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Auxi]iary Water System. Any water source or system on or available to the premises other than
the pubhc water system. These auxiliary waters may include water from another purveyor’s public
water-system; or water from a source such as Weus, lakes or streams; or process ﬂuids; or used
water. These waters may be poﬂuted or contaminated or objectionalale or constitute a water

source or system over which the water purveyor does not have control.

Backflow. Pressure created L)y any means in the water distribution system, which by being in
excess of the pressure in the water supply mains causes a potential backflow condition.

Backflow Connection. Any arrangement Whereby backflow is possible.

Backflow Prevention Device. Any approved device, method, type of construction intended to
Y app YP

prevent backflow into a potable water system. All devices used for backflow prevention in Mlinois

must meet the standards of the Illinois State Plum]oing Code, IEPA regulations, and all other

applicable codes and/or ordinances.

Backpressure, Low Head. A pressure less than or equal to 4.33 psi (29.88 kPa) or the pressure
exerted by a 10-foot (3048 mm) column of water.

Baclasiphonage. The backflow of potentiaﬂy contaminated water into the potable water system as
a result of the pressure in the pota]ole water system £aﬂing below atmospheric pressure of the
plumbing fixtures, pools, tanks or vats connected to the potable water distribution piping.

Base Flood Elevation. A reference point, determined in accordance with the Building Code,

based on the depth or pealz elevation of ﬂooding, including wave height, which has a 1 percent

(100-year ﬂoocl) or greater chance of occurring in any given year.
Branch. Any part of the piping system except a riser, main or stack.
Builc].ing. Any structure occupied or intended for supporting or sheltering any occupancy.

CCCDI. The Cross-Connection Control Device Inspector contracted by the customer and
approvecl Ly the Viuage and the IEPA.

Cistern. A small covered tank for storing water for a home or farm. Generaﬂy, this tank stores
rainwater to be utilized for purposes other than in the potalale water supply, and such tank is

place(l underground in most cases.

Code. These regulations, subsequent amendments thereto, or any emergency rule or regula’cion
that the administrative authority having jurisdiction has 1aw{tu a(lopte(l.

Code Official. The officer or other designa’ced aut}lority charged with the administration and

enforcement of this code, or a cluly authorized representative.
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Construction Documents. All of the written, graphic and pictorial documents preparecl or
assembled for describing the design, location and physical characteristics of the elements of the
project necessary for obtaining a Luil(ling permit. The construction drawings shall be drawn to an

appropriate scale.

Contamination. An impairment of the quality of the potaue water that creates an actual hazard
to the public health through poisoning or through the spread of disease.

Critical Level (C-L). An elevation (height) reference point that determines the minimum height
at which a backflow preventer or vacuum breaker is installed above the flood level rim of the
fixture or receptor served Ly the device. The critical level is the elevation level below which there is
a potential for backflow to occur. If the critical level marlzing is not indicated on the device, the
bottom of the device shall constitute the critical level.

Cross Connection. Any physical connection or arrangement between two otherwise separate
piping systems, one of which contains potalale water and the other either water of unknown or
questionable safety or steam, gas or chemical, W}lereby there exists the possﬂ)ility for flow from
one system to the other, with the direction of flow depending on the pressure differential between
the two systems (see “Baclzﬂow").

Customer. The owner or person in control of any premises supplied Ly or in any manner

connected to a pubhc potable water system.

Customer’s Potable Water System. Any water system located on the customer’s premises. A
L)uﬂ(ling plumbing system is considered to be a customer’s water system.

Design Flood Elevation. The elevation of the “design flood,” including wave height, relative to
the datum specifiecl on the community’s 1egaﬂy clesignatecl flood hazard map.

Developec]. Length. The 1ength of a pipeline measured along the centerline of the pipe and
fittings.

Double Check Valve Asseml)ly. An assem]aly composecl of single, inclepenclently acting check
valves approvecl under ASSE Standard 1015. A double check valve assemuy must include tight
shutoff valves located at each end of the assembly and suitable connections for testing the water-
tightness of each check valve.

Effective Opening. The minimum cross-sectional area at the point of water supply clischarge,
measured or expressecl in terms of the diameter of a circle or, if the opening is not circular, the
diameter of a circle of equivalent cross-sectional area. For faucets and similar ﬁttings, the
effective opening shall be measured at the smallest orifice in the ﬁ’cting bocly or in the supply
piping to the £itting.
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Essentia]ly Nontoxic Transfer Fluids. Fluids having a Gosselin rating of 1, inciuding propyiene
giycoi; mineral oii; poiydimethyisiioxane; hy(irochioroﬂuorocari)on, chlorofluorocarbon and
carbon reirigerants; and FDA—approve(i boiler water additives for steam boilers.

Essentia]ly Toxic Transfer Fluids. Soil, waste or gray water and fluids having a Gosselin rating of

2 or more inciuciing eti'iyiene giycoi, ilycirocari)on oils, ammonia refrigerants and i'iycirazine.

Existing Installations. Any piumi)ing system regulated i)y this code that was iegaﬂy installed prior
to the effective date of this code, or for which a permit to install has been issued.

Fixture Supply. The water suppiy pipe connecting a fixture to a branch water suppiy pipe or
(iirectiy to a main water suppiy pipe.

GPCD. Gallons per capita per (iay.

Health Hazard. Any condition, device or practice in a water system or its operation resuiting
from a real or potentiai ciamage to the health and Weii—]oeing of customers. The word “severe” as

used to quaiify “health hazard” means a hazard to the health of the user that could be expecte(i to
result in death or significant reduction in the quaiity of life.

Horizontal Pipe. Any pipe or fitting that makes an angle of less than 45 degrees (0.79 rad) with
the horizontal.

Individual Water Supply. A water suppiy that serves one or more families and that is not an
approve(i pui)iic water suppiy.

Inspection. A piumi)ing inspection to examine carei‘uiiy and criticaiiy all materials, fixtures,
piping and appurtenances, appliances and installations of a plumi)ing system for compiiance with
the requirements of the Illinois Pium]oing Code, 77 Tll. Adm. Code 890, and all other appiicai)ie
codes adopted and enforced i)y the Viﬂage of Spring Grove.

Joint.
o Expansion. A loop, return bend or return offset that provi(ies for the expansion and
contraction in a piping system and is utilized in tall i)uiiciings or where there is a rapici

change of temperature, as in power plants, steam rooms and similar occupancies.

o Flexible. Any joint between two pipes that permits one pipe to be deflected or moved
without movement or deflection of the other pipe.

e Mechanical. A connection between pipes, iittings, or pipes and iittings that is not
screweci, cauiizeci, ti'ireacieci, soiciereci, solvent cementeci, brazed or welded. A joint in which
compression is appiieci aiong the centerline of the pieces i)eing joineci. In some

applications, the joint is part of a coupiing, iitting or adapter.
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° S]lp A type of joint made by means of a washer or a special type of paclzing compouncl in
which one pipe is slippe(l into the end of an adjacent pipe.

Lead-Free Pipe and Fittings. Pipe and ﬁttings containing not more than 8.0-percent lead.
Main. The principal pipe artery to which branches are connected.
Non-Potable Water. Water not safe for drinlzing, personal or culinary utilization.

Nuisance. Public nuisance as known by the Viﬂage Code, the State statutes or regulations, the
common law or equity jurisprudence; whatever is clangerous to human life or detrimental to
health; whatever structure or premises is not sugiciently Ventilate(l, Sewered, drained, cleaned or
lighted, with respect to its intended occupancy; and whatever renders the air, or human food,

drink or water supply unwholesome.
Occupancy. The purpose for which a Luilding or portion thereof is utilized or occupiecl.

Offset. A combination of approved bends that makes two c}langes in direction bringing one
section of the pipe out of line but into a line parauel with the other section.

Open Air. Outside the structure.

Person. Any person, firm, company, corporation, partnership, limited ha]oility company or
partnership, or any other business or entity whether legaﬂy formed or not.

Plu_ml)ing. The practice, materials and fixtures utilized in the instaﬂa’cion, maintenance,
extension and alteration of all piping, fixtures, plumbing appliances and plumbing appurtenances,
within or acljacent to any structure, in connection with sanitary clrainage or storm clrainage

facilities; venting systems; and pu]olic or private water supply systems.

Plu_ml)ing System. Includes the water supply and distribution pipes; pluml)ing fixtures and traps;
water-treating or water-using equipment; Soil, waste and vent pipes; and sanitary and storm sewers
and ]ouilcling drains; in addition to their respective connections, devices and appurtenances within

a structure or premises.

Pollution. An impairment of the quality of the pota]ole water to a clegree that does not create a
hazard to the public health but that does a(lversely and unreasonably affect the aesthetic qualities

of such pota]ole water for domestic use.

Potable Water. Water free from impurities present in amounts sufficient to cause disease or
harmful physiological effects and conforming to the bacteriological and chemical qualit

phy: g g g q y
requirements of the Public Health Service Drinlzing Water Standards or the regula’cions of the
pu]olic health authority having juriscliction.
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Private Water Supply. Any means of obtaining water to a parcel, structure or property which
does not utilize the public water system.

Process Flu_ld(S) Any fluid or solution which may be chemicaﬂy, biologioaﬂy or otherwise
contaminated or poHuted in a form or concentration such as would constitute a health,
poHutional or system hazard if introduced into the pul)hc or a customer’s potaue water system.
This includes but is not limited to:

1. Polluted or contaminated waters ;

2. Process waters;

3. Used waters originating from the pu]olic water system which may have deteriorated in
sanitary quality;

4. Cooling waters;

5. Questionaue or contaminated natural waters taken from WeHs, 1alees, streams or

irrigation systems;
6. Chemicals in solution or suspension; and
7

Qils, gases, aci(ls, alkalis and other processes, or for fire fighting purposes.
Public Water Main. A water supply pipe for pul)hc utilization controlled by the Viﬂage.

Public Water System. All mains, pipes and structures though which water is obtained and
distributed to the pul)lic, including wells and well structures, pumping stations, treatment plants,
reservoirs, storage tanks and appurtenances, coﬂectively or severaﬂy, ac’cuaﬂy used or intended for
use for the purpose of {:urnishing water for clrinleing or general domestic use Ly the public. A

public water system is cither a “community water supply" or a “non-community water supply”.

Ready Access. That which enables a fixture, appliance or equipment to be directly reached without
requiring the removal or movement of any panel, door or similar obstruction and without the use

of a porta]ole ladder, step stool or similar device.

Reduced Pressure Principle Backflow Preventer. A backflow prevention device consisting of two
independently acting check valves, internaﬂy force-loaded to a normaﬂy closed position and
separatecl Ly an intermediate chamber (or zone) in which there is an automatic relief means of
venting to the atmosphere, internaﬂy loaded to a normaﬂy open position between two tightly
closing shutoff valves and with a means for testing for tightness of the checks and opening of the

relief means.
Registere(l Design Professional. An individual who is registered or licensed to practice
professional architecture or engineering as defined Ly the statutory requirements of the

professional registration laws of the state or jurisdiction in which the project is to be constructed.

Structure. That which is built or constructed or a portion thereof.
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Survey. The collection of information pertaining to a customer’s piping system regarcling the
location of all connections to the public water system and must include the location, type and
most recent inspection and testing date of all cross-connection control devices and methods
located within the customer’s piping system. The survey must be in written form, and should not
be an actual plumbing inspection. The survey shall comply with all IEPA standards.

System Hazard. A condition through which an aestheticaﬂy objectionable or degrading material
not dangerous to health may enter the public water system or a customer’s potable water system.

Tllird-Parl:y Certification Agency. An approve(l agency operating a product or material
certification system that incorporates initial procluct testing, assessment and surveillance of a

manufacturer’s quality control system.

Thir(l-Party Certified. Certification obtained Ly the manufacturer inclicating that the function
and per£ormance characteristics of a product or material have been determined by testing and
ongoing surveillance Ly an approvecl third—party certification agency. Assertion of certification is
in the form of identification in accordance with the requirements of the third—party certification

agency.

Tllird-Parl:y Tested. Procedure L)y which an approved testing laboratory provides documentation

that a procluct, material or system conforms to speciﬁed requirements.

Used Water. Any water supphecl by a pul)hc water system to a customer’s water system after it
has passecl through the service connection and is no 10nger under the control of the pu]olic water

system’s official custodian.
Vacuum. Any pressure less than that exerted by the atmosphere.

Vacuum Breaker. A type of backflow preventer installed on openings subject to normal
atmospheric pressure that prevents backflow by admitting atmospheric pressure through ports to
the clischarge side of the device.

Vertical Pipe. Any pipe or £itting that makes an angle of 45 clegrees (0.79 racl) or more with the

horizontal.
Vi]lage. The Viﬂage of Spring Grove, Mlinois.

Water Main. A water supply pipe or system of pipes, installed and maintained Ly the Viﬂage,
pu]olic utility company or other pu]olic entity, on pul)lic property, in the street or in an approvecl

dedicated easement of public or community use.

Water Service. The opening, including all ﬁttings and appurtenances at the water main, through
which water is suppliecl to the user.
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Water Outlet. A clischarge opening through which water is suppliecl to a fixture, into the
atmosphere (except into an open tank that is part of the water supply system), to a boiler or
heating system, or to any devices or equipment requiring water to operate but which are not part

of the pluml)ing system.

Water Pipe
e Riser. A water supply pipe that extends one full story or more to convey water to branches

or to a group of fixtures.

e Water Distribution Pipe. A pipe within the structure or on the premises that conveys
water from the water service pipe or from the meter when the meter is at the structure, to

the points of utilization.

o Water Service Pipe. The pipe from the water main or other source of potaue water
supply, or from the meter when the meter is at the public right of way, to the water
distribution system of the Luilding served.

Water Purveyor. The owner of the pubhc water system.

Water Supply System. The water service pipe, water distribution pipes, and the necessary

connecting pipes, ﬁttings, control valves and all appurtenances in or acljacent to the structure or

premises.
Well
e Bored. A well constructed by boring a hole in the groun(l with an auger and instaﬂing a
casing.

o Drilled. A well constructed by maleing a hole in the grouncl with a clriuing machine of any

type and instaﬂing casing and screen.

e Driven. A well constructed Ly clriving a pipe in the grouncl. The drive pipe is usuaﬂy fitted

with a well point and screen.

o Dug. A well constructed Ly excavating a large—diameter shaft and ins’caﬂing a casing.
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Article — 2 Water Main

2503 Extension of Water Main

2503.1

2503.2

2503.3

Extension. No person shall uncover, make any connection with or opening into,
use, alter or disturb any puioiic water main of the Viiiage for the purpose of
exten(iing the same without first maizing appiication to the Buii(iing Department

for maizing said extension.

Application. Persons (iesiring such extension of the water suppiy system shall file
with the Buiiciing Department four copies of the toiiowing documents:

A. Pians. Detailed pians and speciﬁcations prepare(i t)y a registere(i protessionai

engineer, registereci in the State of Illinois.

B. IEPA. TEPA permit appiication with such supporting documents requireci i)y
the IEPA, compieteiy filled out and rea(iy for Viiiage signature.

C. Estimate. Detailed estimate of the cost of the extension.

Engineer Approva.i. After approvai of the pians and specitications i)y the Viiiage
Engineer and receipt of an IEPA permit, the person or persons shall submit to the
Buiiciing Department the toiiowing documents prior to starting the extension:

A. Accordance with Plans. Agreement and bond executed t)y the permittee
wherein he agrees to make and install the improvements in accordance with
the pians and specitications specitying a completion date not more than six
months after the date of the agreement unless the Viiiage Board ctetermines,
on the basis of the recommendation of the Viiiage Engineer, that a ionger

time is necessary.

B. Guarantee for Completion. The guarantee for compietion of the
improvements i)y the permittee shall be in the principai amount of 125
percent of the estimated cost as approveci ioy the Viiiage Engineer; and secured
t)y an irrevocable letter of credit issued t)y a te(ieraiiy insured bank or savings
and loan association approveci t)y the Viiiage and located within 10 miles of
the Viiiage limits sut)ject to draw t)y the Viiiage to compiete the improvements
if it is not compieteci within the prescriioeci time limit. The letter shall be
approveci t)y the Viiiage and provicie that funds may be drawn oniy ioy the
Viiiage.
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2503.4

2503.5

1. Duration. The irrevocable letter of credit shall remain in effect for a
perioci of one year after acceptance of the work i)y the Viiiage Engineer
and Buii(iing Department, as a guarantee of gooci faith of the permittee
to correct defects. At the discretion of the Viiiage Board the irrevocable
letter of credit may be reduced (iuring the maintenance perioci.

Permits. Provide copies of all permits, insurance and bonds require(i for
street openings or stream crossings and any other permits require(i i)y an

agency i'iaVing jurisdiction.

Protection oi; Vﬂlage. Provide Certificates of Insurance iisting the Viiiage as
an additional insured against any iiai)iiity or (iamage whatsoever from injury,

inciu(iing (ieatii, to any person or property. The coverages and amount of the
insurance shall be as established i)y the Viiiage.

Agreement. The person extenciing the pui)iic water main shall agree as follows:

A.

Plan Review Cost. Agree to pay all costs of the pian review i)y the Viiiage
Engineer or other consultants. Payment shall be made to the Viiiage prior to
the Viiiage signing the IEPA permit appiications.

Inspection Fees. Agree to pay all costs of inspection inciu(iing resident
supervision if deemed necessary i)y the Viiiage Engineer or other consultants.
The estimated cost of inspection, approveci i)y the Viiiage Engineer or other
consuitants, shall be (ieposite(i with the Viiiage Treasurer prior to the start of
the work and additional funds shall be added ciuring the work if requireci. The
permittee, iiowever, shall pay oniy the actual cost of such services based on
standard engineering fees. At the compietion of the work any unused portion
of the amount ciepositeci shall be returned. No interest shall be paici on
(ieposite(i funds.

Compiiance. Agree that all materials and construction methods shall be in
strict compiiance with speciiications established i)y the Viiiage.

Drawings. Agree that the engineer (iesigning the extension shall file as-built
cirawings at the compietion of the work with the Viiiage.

Release of Letter of Credit. The irrevocable letter of credit will not be released
until the ioiiowing documents are filed with the Viiiage Clerk and approveci i)y the
Code Official:

A.

B.

Plans. As-built (irawings: one reprociucii)ie set and two sets of prints.

Permits. Release of all permits.
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C. Test Reports. Copies of all tests reports required l)y the Buﬂding
Department.

D. Capacity. No extension shall be allowed to the pul)hc water system if the
Viuage Board determines that the pu]olic water system has inaclequate
capacity.

2504 Require(l Extension and Connection

2504.1

2504.2

2504.3

2504.4

2504.5

2504.6

New Development. Any development, property or new structure grantecl
preliminary approval after the effective date of this Ordinance may be requirecl to
construct a water distribution system complete with Valves, fire hydrants and other
appurtenances requirecl by this Chapter.

Annexation. Any parcel and/or building located outside the Viﬂage shall be

required to be annexed to the Viﬂage prior to connection to the public water
Supply, unless otherwise approved by the Viﬂage Board.

Al)utting Property. Private water supply shall not be used for domestic purposes
for any builcling to be occupiecl when a pu]olic water main is located on any
abutting easement, right of way Or across the street. The owner/operator of all
buildings, properties or structures situated within the Viuage alautting any aﬂey,
easement, right—o£—way, street or across the street where a pul)lic water main is
located on is required to make a connection to the public water system in
accordance with the provisions of this Chapter within 90 clays after the date of
official notice to do so. Any and all expenses to connect to the pubhc water main
shall be Jco’caﬂy the owner’s expense. The connection shall comply with Section
2512. At such time as the connection is made to the potaljle water system the use
of any private water supply is prohibited.

Within 500 Feet. A private water supply shall not be used for domestic purposes
for any builcling or structure to be occupiecl when a pu]olic water main is located

within 500 ft. of said Luﬂding or structure.

Hea.ltl'l, Sa£ety, and Welfare. Where it is determined by the Viﬂage, that in the
best interest of the health, safety, and welfare of its residen’cs, business owners, and
visitors that pu]olic water be suppliecl to a property, parcel, structure, or
clevelopment, the Viﬂage may require extension of the pul)lic water main in its sole

discretion.

Expenses. Any and all expenses incurred to extend the public water main shall be

Jco’caﬂy at the owner’s expense.
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2504.7

Failure to Connect when Required. If the owner does not connect the facilities on
qui

his property to the Village’s pul)hc water system l)y the date required Ly the

Village, then he shall be assessed a fine of not less than $25.00 per day for the
g p Y

first 30 clays that the facilities are not connected to the Viﬂage pul)hc water

system. Beginning with the 31* day, the owner shall be assessed a fine of not less

than $100.00 per clay for each clay that the property is not connected to the

Village’s public water system. Each day that the property remains unconnected to
gesp Y Y property

the Viuagers public water system shall be considered a separate and distinct

offense. Violations of this Section that are continuous with respect to time are a

public nuisance and may be abated by injunctive or other equitable relief. The

imposition of a penalty does not prevent injunctive relief. (Revisea/ Ord. 2024-03)

2505 Water Main Design

2505.1

2505.2

2505.3

Sizing of Main. The water main sizes shall be designed to service adequately the
developments, and properties for which they are intended for, including fire-flow.
All systems must be sized for future expansion and may need to be oversized to
provide sufficient regional flow. The design engineer shall submit calculations
showing that the flows in the system at various locations are aclequate for domestic
consumption and fire flow demand, with a required minimum twenty—ﬁve (25)

pouncls per square inch (psi) residual pressure.

Design Flows. For purposes of water main clesign, maximum clay flows shall be

]oasecl on Ta]ole 25052

Table 2505.2

Location or Type Domestic Fire Flow

Residential Single Family, detached 100 gped 1,500 gpm
Residential Single Family, attached 100 gped 2,000 gpm
Residential Multi-Family 100 gped 3,000 gpm
Office 50 gped 3,000 gpm
Commercial 60 gal/employee/shift 6,000 gpm
Industrial 75 gal/person/shift 6,000 gpm

Flow shall be calculated using a ‘C’ factor of one hundred, ignoring fittings, and

with a minimum residual pressure of twenty—ﬁve (25) psi.

Minimum Size. The minimum size of the pul)hc water main at any point shall be

8"
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2505.4

2505.5

2505.6

2506.7

2505.8

2505.9

2505.10

2505.11

Location o£ Va.lves. Valves shaﬂ be 1oca’cec1 on water mains so as to be al;le to
isolate sections of main from the entire system with a minimum disruption of

service.

Valve Distance. Valves shall be installed so that not over 800 ft. of water main,
with services, will be shut off at any time. Transmission lines with no service
connections shall have valves located so that not over 1200 ft. of main will be shut
off at any time. Valves on water mains servicing single famﬂy residential areas
shall be installed so that no more than 800 ft. of water main ancl/or no more than
twenty—five (25) units shall be affected when shutting off a section of main, or as
approvecl Ly the Code Official.

Isolation. Valves shall be located so that no more than four valves are required to

be closed to isolate a section of water main.

Va.lve Vaults. Valve vaults are requirecl on all valves two and one-half inches or
larger. Valve Vaults shaﬂ be sixty inches inside diameter or 1arger with ogset cones
or as may be approved by the Viﬂage.

Thrust Blocks. Thrust blocks shall be required at all hydrant tees and bends.
Where undisturbed earth is not available and not lilzely to be available to support
the thrust Moclzs, tie rods and or retaining glands (Megalugs) shall be used as
approvecl Ly the Code Official.

Burial Depth. All water mains shall be constructed a minimum of six feet and a
maximum of eight feet below final gracle unless otherwise approvecl by the Code

Official.

Separation. Separation and protection of water mains from sewers shall comply
with the Illinois EPA Division of Public Water Supplies Technical Policy

Statements, latest edition.

Extension. All water mains shall be constructed to extend across the full width of
the property which it serves. All persons clesiring to extend water mains in the
Viﬂage must extend the same under the supervision of the Viﬂage Engineer. No
property shall be served with Viuage water unless the water main is extended to the

extreme boundary limit of the property line extending across the full length of the
frontage of the property served. (]eevisea/ Ord. 201 4-30)

2506 Water Main Material

2506.1

Pipe. All pipe and casings shall be Class 52 Ductile Pipe, Domestic only, DR18
pPVC con£orming to AWWA C-900, or equivalent approvecl Ly the Viﬂage
Engineer. (Revisea/ Ord. 2021-01)
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2506.2

2506.3

25006.4

2506.5

Laying Length. All pipe shall have a minimum laying length of eighteen feet.

Joints. Pipe joints shall be push—on joints or mechanical joints con£orming to

AWWA C-111 (ANSI 21.11). Rubber gaslzets for push on joints shall conform
with ASTM F477 and ASTM D3139. (]eevisea/ Ord. 2021-01)

Sleeved. Any water main located within a sleeve must use field-lock gaslzets.

Cement-Mortar. All pipes and fittings shall be cement-mortar lined in accordance
with AWWA C-104 (ANST A-21.4).
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2506.6

2506.7

2506.8

2506.9

2506.10

2506.11

2506.12

25006.13

Fittings. All mechanical joints fittings shall be Ductile Iron Class 562 and
conform to ANSI/AWWA C151/21.51. Class thickness shall be designed per
ANSI/AWWA  C150/A21.50, and tar coated and cement lined per
ANSI/AWWA C104/A21.4. Rubber rings for push—on joints shall conform with
ANSI/AWWA C111/A21.11 and AWWA C600. Mechanical joints shall be
Megalug as manufactured lay EBAA Iron Inc. or equal, and shall conform to
ANSI/AWWA C111/A21.11 and AWWA C600. All ductile iron fittings shall be
made in the USA., with stainless steel nuts and bolts. Mechanical joint fittings
shall be installed with Megalug restraining devices. (]eevisea/ Ord. 2021-01 )

Valves. All valves shall be Clow or Mueller resilient weclge valves, paraﬂel set, non-
rising stem gate valves con£orming to AWWA C-500. Valves shall open counter
clockwise. Joints shall be mechanical or push—on type con£orming to AWWA C-
111.

Valves larger than 8”. Valves 1arger than eight inches shall be ductile-iron Locly,
rubber sealed, tight closure butterﬂy valves con£orming to AWWA C-504. Valves
shall be Class 150-8 and shall open counter clockwise and be operated by a two
inch square nut. Joints shall be ﬂanged joints. Valves shall be Pratt—Groundhog
Butterﬂy or Mueller Lineseal III. Other valves may be allowed upon review and

approval of the Code Official.

Vaults. Valve vaults shall be a minimum sixty inches inside diameter and shall
consist of precast reinforced concrete sections meeting ASTM C-478 and ASTM
C-433 standards or as approved by the Viﬂage.

Rings. Adjusting rings shall be precast concrete rings.

Vault Steps. Vault steps shall be Neenah R-1981-1 or such alternative as may be
approve(l by the Code Official.

Stamping. Frames and grates for valve vaults shall be Neenah or such alternative
as may be approvecl lay the Code Official. Frames and grates shall be embossed
with “Water” and have a recessed piclz—hole.

Openings. All pipe openings shall have a 1oclejoint flexible manhole sleeve,
con£orming to ASTM-C, integraﬂy cast into the barrel section.

2507 Water Main Construction Standards

2507.1

Conformance. Water mains and appurtenances shall be installed in conformance
with AWWA C-600, the material manufacturer’s recommenda’cions, the standard

speciﬁcations for Water and Sewer Main construction in Illinois, and this

Chapter.
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2507.2

2507.3

2507.4

2507.5

2507.6

Trench Backfill. Trench backfill shall be require(i in all locations where the water
main trench is under or within two feet of existing or propose(i pavement,
inciucling but not limited to streets, sidewalks and ciriveways. The trench backfill
shall be piace(i in lifts not excee(iing eight inches and shall be mechanicaiiy
compaotecl to not less than ninety—iive percent of the standard ia]ooratory clensity.
Verification of (iensity testing shall be provi(ie(i to the Viﬂage.

Water in Trench. Where water is encountered in the trenci'i, it shall be removed
(iuring pipe—iaying and joint operations. Trench water shall not be allowed to enter
the pipe i)eing laid at any time.

Water System Connections. All connections to the existing pui)iic water system
shall be made under full water service pressure unless otherwise approved by the

Viiiage .

Bu’cterﬂy Valves. All i)utterﬂy valves shall be attached to the water main with a
MJ and ﬂange connector to facilitate removal of the valve. The valve vault shall be

of sufficient size to accommodate the valve and connector as approveci i)y the

Viiiage .

Bedc].ing and Trench Backfill. Aggregate for i)e(i(iing when require(i and for trench
backfill shall conform to requirements of Article 704.01 of the “Standard
Speciﬁcations for Road and Bricige Construction”, State of Illinois, and conform

to gra(iation CA-6. No recycie(i concrete shall be allowed for use as i)e(i(iing or
trench backfill.

2508 Fire Hy(lrants

2508.1

2508.2

2508.3

Use. All iiy(irants constructed in the Viiiage for the purpose of extinguishing fires
are i'ierei)y declared to be pui)iic iiyclrants. No persons other than members of a
Fire Protection District and those authorized i)y the ViHage shall open any such
hyclrant or attempt to draw water from same or in any manner interfere with or

injure any such i'iyclrants.

Protection. Any connection i)eing made to a fire hycirant shall provicie proper
backflow protection, except for connection made i)y members of the Fire
Protection District. A backflow prevention device i)eing used as the protection

must be certified at time of installation.

Obstruction of Hy(lrants. No person shall obstruct the use of any fire i'iyclrant or
piace any material in front thereof. Any material iorming such obstruction may
be removed i)y the Viiiage or i)y the Fire Protection District. The cost of removal
shall be borne i)y the owner thereof.
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2508.4

2508.5

2508.6

2508.7

2508.8

2508.9

2508.10

2508.11

A. Removal. Any obstruction shall be removed in any manner deemed necessary
to obtain access to an obstructed fire tly(trant.

Wrenches. No person shall use any water or fire tly(trant wrench without the
permission of the Viﬂage except for Fire Protection District.

Temporary Use. The Code Official shall review and approvat all applications for
connections to a hyctrant as a temporary source of water for construction or other

purposes in comptiance with Sections 2508.1 ttlrougtl 2508.4. A(t(titionaﬂy,

each temporary user shall be requirect to install a temporary meter.

A. Cost. The user shall make a (teposit equal to the replacement cost of the
meter which shall be returnect, less $10 per week or portion thereof for meter
rental, any cost of maintenance, repair or replacement of to the meter. The
user shall also pay the established fee for use of the water and the costs of any
(tamage to the tly(trant or other appurtenant structure.

Location. Hyctrants shall be installed at all street intersections and at a maximum
300 ft. spacing along the lengths of streets in commercial areas, 500 ft. spacing
along the length of streets in a single tamily residential area and 250 ft. for multi-
tarnily residential arca. When a t)uil(ting to be occupied will be set back 250 ft. or
more from a street or is located more than 300 ft. from a txyctrant, additional
hyctrants shall be installed such that one hyctrant shall be located at the entrance to
the t)uitcting and tly(trants shall be provi(te(t around the perimeter of the t)uil(ting at
maximum 250 ft. spacing measured along access roads. Such hyclrants shall be
installed not more than 50 ft. or less than 25 ft. from the t)uitding.

Approval. Fire tlyctrant spacing and location plans shall be submitted to the Code
Official for review and approval.

Type. Fire tly(trants shall be Clow Medallion F-2545, or Mueller Centurion
A428 (5 4" Barrel) , Auxiliary Valve, 6” attached installed with three piece valve
box with rubber stabilizer.

Detail Speciﬁcations. All fire hyctrant installation details shall compty with
illustration W-5 of this Ctlapter.

Conformance. Fire hyctrants shall be ctry barrel type with lorealetype ﬂange and
auxitiary gate valves and shall conform to AWWA C-502.

Color. All fire tly(trants shall be red.
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2508.12

2508.13

2508.14

2508.15

Outlets. Hyclrants shall have two and one-half inch (2 2") hose outlets, and four
and one-half inch (4 127) national standard thread outlets.

Drainage. Fire hyclrants shall have a minimum of seven (7) cubic feet of one inch
(1”) to one and one-half inch (1 ¥7") washed stone placed at the base of the
hyclrant to provicle clrainage at the barrel.

Elevation. The breakline ﬂange of hydrants shall not be less than one inch (1”) or

more than three inches (37) above finished ground elevation.

Right of Way Installation. Hyclran’cs in street rights of way shall be placecl not less
than two and a half feet, nor more than five feet from the back of curb.

2509 Pressure Tests and Main Flushing

2509.1

2509.2

2509.3

2509.4

2509.5

2509.6

Notice. As part of the construction of clevelopment improvements, all water
mains and water services which are three inches or greater shall be pressure tested
as described in this Section 2509. Pressure tests shall be scheduled with the
Viﬂage, with a minimum of for’cy—eight hours notice prior to the test. Only
authorized Viﬂage employees with operate valves connected to the existing water

system.

Procedure. All newly laid pipe shall be pressure tested utilizing an oil-filled
pressure gauge, in two pouncl increments. The pressure level for the test shall be
one hundred pounds per square inch, with no loss or gain. Duration of each
pressure test shall be for a periocl of not less than one hour. Bach valve section of
pipe shall be filled with water and the specifie(l test pressure shall be applied l)y
means of a pump connected to the pipe. Prior to applying the speciﬁed test
pressure, all air shall be expeﬂecl from the pipe. Any cracked or defective pipes,
fittings, valves, or hydrants discovered in consequence of this pressure test shall be
removed and replaoecl. The test shall be repeatecl until satis£actory results are
obtained.

Prior to Connection. All testing shall take place prior to the installation of any

service lines.

Hydrants. All valves, including hydrant auxiliary valves, shall be open to include

hydrants in the pressure test and chlorination.

Observation. All pressure tests, chlorination and bacteria samples shall be done in
the presence of authorized Viﬂage personnel.

Pre]iminary Flushing. Prior to chlorination, the main shall be flushed as
thoroughly as possﬂ)le with the water pressure and outlets available. Flushing shall
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be done after the pressure test is made. This ﬂushing removes only the hghter
solids and cannot be relied upon to remove heavy material allowed to get into the
main during the installation stage. If no hy(lrant is installed at the end of the
main, a tap should be proviclecl large enough to effect a Velocity at least two and
one-half (2 V2) pounds per second.

2510 Disinfection of Water Main

2510.1

2510.2

2510.3

2510.4

2510.5

2510.6

Point of App]ication. The preferrecl point of apphca’cion of the chlorinating agent
shall be at the beginning of the pipeline extension of any valve section of it and
through a corporation stop in the top of the newly laid pipe. The injector for
delivering the chlorine—gas into the pipe should be supplied from a tap on the
pipeline extension side of the gate valve controuing the flow into the pipeline

extension.

Water Flow. Water from the existing distribution system or other source of
Supply shall be controlled to flow slowly into the newly laid pipeline during the
application of chlorine—gas. The rate of chlorine mixture flow shall be in such
proportion to the rate of water entering the pipe that the chlorine dose appliecl to
the water entering the newly laid pipe shall be at least fifty ppm, or enoug}l to meet

the requirements cluring the retention periocl.

Backflow. Valves shall be manipulated so that the strong chlorine solution in the
line which is Leing treated does not flow back into the line supplying the water.

Require(l Time. The treated water shall be retained in the pipe at least twenty—four
hours. After the chlorine-treated water has been retained for the required time,
the chlorine residual at the pipe extremities and at other representative points

should be at least ten ppm.

Valves During Disinfection. In the process of chlorinating newly laid pipe, all
valves and other appurtenances shall be operated while the pipeline is being filled
with the chlorina’cing agent.

Conformance. All water mains shall be disinfected and tested according to the
requirements of the “Standard for Disinfection of Water Mains”, AWWA C-601
and as require(l Ly this Chapter. Disinfection shall be performed Ly an
inclepenclent firm exhibiting experience in the methods and techniques of this
operation, and shall be done in the presence of the Viﬂage. The Viﬂage shall be
notified of the time of disinfection a minimum of forty—eight hours prior to the

start of the disinfection proceclure.

2511 Final Flushing and Testing of Water Main
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2511.1

2511.2

2511.3

2612

2512.1

2512.2

Site Plans. An 8 4" by 117 site plan shall be submitted to the Building
Department which shall show any section of main being pressure tested,
chlorinated, or tested for bacteria levels; shall clearly show the sections of main
being submitted for permit; and shall clearly indicate the £ootage.

Final Flush. Foﬂowing chlorination, all treated water shall be thoroughly flushed
from the newly laid pipeline at its extremities until the replacement water,
throughout its 1ength shaﬂ, upon test, be approved as safe water l)y the Viﬂage.
This quality of water delivered by the new main should continue for a periocl of at
least two full consecutive days as demonstrated by laboratory examination of
samples taken from a tap located and installed in such a way as to prevent outside
contamination. Samples may not be taken from a fire hydrant. Two Samples,
taken twenty—four hours apart, shall pass requirements of this Chapter. Upon
final ﬂushing, the chlorine residual in the new main shall not exceed normal

chlorine residual in the existing main.
Test Samples. Samples shall be taken L)y the firm per£orming the disinfection of

the main and in the presence of the Viﬂage personnel. Samples shaﬂ be talzen toa
laboratory approvecl by the Viuage for analysis.

Appen(]ices W-1 through Ww-9

Adopted. Detail and speciﬁcations for compliance with this Chapter are set forth
in Appenclices W-1 through W-9, attached hereto and made a part hereof.

Discrepancy. Where a cliscrepancy between this Chapter and the appenclices
attached exist, the more stringent shall apply.

Viuage of Spring Grove Municipal Code Book

Cl’lapter 25, Public Water Page 23 of 41 Revised June 3, 2025



Article — 3 Water Services

2513 Water Service Design

2513.1

2513.2

2513.3

2513.4

2513.5

2513.6

2513.7

2513.8

2513.9

Service Sizing. The minimum service size shall be one inch (17). All service lines
shall be clesignecl with a minimum diameter necessary to provicle aclequate

domestic and fire flow use.

Connection. One inch service lines shall be direct tappecl. Service lines greater
than one inch (1) and less than three inch (37) shall be connected with approved
service saddle and corporation stop. Service lines three inches (37) and larger shall
conform to Article 2 of this Chapter.

Valves. Each service line less than three inches (37) in diameter shall have a curb
stop, and B-Box. Service lines three inches (37) and larger shall have gate valves

con£orming to water main gate valve speciﬁcations and conform to Article 2 of

this Chapter.

Location of Valves. Curb stops and curb boxes shall not be located in the rights of
way. Such curb stops and boxes shall not be located within two feet of any pave(l

area or other harcl dust—free surface.

Bu:rial Deptl'l. Water service lines shall have a minimum cover of seventy-two

inches.
Repair Sleeves. Repair sleeves shall be full circle, and all stainless steel.

Three Inch and Larger. Water service lines three inches and 1arger shall be subject
to pressure testing and chlorination in conformance with Article 2 of this Chapter.

Be(l&ing an(l Trencl'l Bac]zfi]l. Aggrega’ce for loeclcling when requirecl and for trench
backfill shall conform to requirements of Article 704.01 of the “Standard
Speciﬁcations for Road and Briclge Construction”, State of Illinois, and conform

to graclation CA-6. No recyclecl concrete shall be allowed for use as loeclcling or
trench backfill.

Prior to Connection. The installer must have obtained an IEPA permit, and
must have submitted it to the Viﬂage, prior to installation of any service

connections.
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2514 Responsibility for Installation; Supervision

2514.1

2514.2

2514.3

2514.4

2514.5

2514.6

Service Lines. All service lines from the mains to the water distribution system of
any premises shall be installed i)y and at the sole cost and expense of the owner of
the property to be served or the appiicant for the service.

Application. Any person (iesiring to hook up to the pui)iic water system shall
make appiication to do so with the Buii(iing Department. Bach application shall
contain all of the ioiiowing:

A. Plans. A piat of survey cietaiiing: location of main, point of connection,
i)uii(iing entrance point, distances from sewer main, and all other relevant

property information.

B. License. A Copy of Illinois State Piumi)ing License and State of Illinois
Piumi)ing Registration License for contractor periorming work and

connection.

C. Letter oi; Intent. Provide a letter of intent from contractor who will be

periorming work and connection.

Inspections. Such installation shall be inspecte(i i)y and made under the
supervision of the Buiiciing Department.

Specifications for Pipes. Service pipes shall be in strict conformance with Illinois

State Piumioing Code, and all Viiiage Ordinances.

Protection. A backflow prevention device is requireci for every ciweiiing or i)uiiciing
connected to the water system. This Ci’iapter outlines what type of device is
require(i based on level of hazard.

Maintenance Responsii)iiities. The Viiiage has no oi)iigation to repair service
pipes or piumioing systems of any i)uiiciings, structures or other facilities, provicieci,
iiowever, that oniy authorized personnei of the Viiiage may repair water meters
serving any premises. The Viiiage may, in case of emergency, repair any service
pipe and, if this is done, the cost of such repair work shall be paici immeclia’ceiy i)y
the owner of the premises served upon receipt of an invoice from the Viiiage. The
person who owns or occupies a given premises shall be responsii)ie for all repairs

and maintenance of the service connection and water suppiy system.
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2615 Water Service Material

2515.1

2515.2

2515.3

2515.4

2515.5

2515.6

2516.7

Services less than 3”. Service lines less than three inches shall be K copper only.
PEX or PEX-AL-PEX water pipe and tubing may be used for hot and cold water

distribution systems within an accessory building or municipal buﬂding with pre-

approval of the Building Department. (Revisea/ Ord. 201 0-08)

Three Inch and Larger. Service lines three inches and 1arger shall be ductile iron
and shall conform to Article 2 of this Chapter.

Corporation Stops. Corporation stops shall be A.Y. McDonald; 4701 B - Flare
or 4701 BO - Compression.

Curb Stops. Curb stops shall be A.Y. McDonalcl; 6104 — Flare or 6104 Q -

Compression.

B-Boxes. B-Boxes shall be A.Y. McDonald; 5614 — Minneapolis Style with
1 ¥4” Upper Sections or 5615 — Minneapolis Style with 1 147 Upper Sections.
B- Boxes shall have a minimum six foot bury clepth (max eight foot under
pavement), no risers shall be accepted.

Tapping Saddles. Water services 1 Y4” through 2” shall use approved tapping
saddles as follows: Smith Blair #317 or Cascade, CST-EX only.

Repair Sleeves. Repair sleeves shall be full circle, all stainless steel. Approved
sleeves are Smith Blair #261 or Cascade CR1 only.
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Article 4 - Connections

2516 Permits, Notice Req_uirecl for Connections; Fees, Supervision, Inspection

2516.1

2516.2

2516.3

2516.4

2516.5

2516.6

2516.7

Permit Required. No connection with a water main shall be made without a
permit being issued and twenty—iour (24) hours notice i'iaving been given to the
Buiiding Department. Application for permits to make such connections shall be
made to the Buiiding Department.

Permit Fee. A permit and inspection fee of $150.00 for a residential water
permit and $300.00 for a commercial or industrial water permit shall be paicl to
the ViHage at the time the appiication is filed. In addition to the permit and
inspection iee, the fee for the purchase and installation of the water meter or water
meters for the property shall be paici, in full, at the time the appiication is filed.
The connection fee will be determined based on this Chapter.

Inspections. All connections shall be inspecte(i i)y and made under the supervision
of the Buiiding Department.

Connection Fees. The connection fees to be pai(i i)y those connecting to the
pu]oiic water system shall be paici prior to the issuance of a i)uiicling permit for new
construction or prior to connection for an existing structure. The connection fee
for residential, commercial and industrial properties is $2,500.00 per RCE, with a
minimum 1 RCE per structure. For purposes of this Ordinance, Residential
Customer Equivalent (“RCE”) shall mean the average water usage of a single
iamiiy clweiiing unit of 350 gaiions per clay.

Estimation of RCE. The estimated RCE for a par’cicuiar unit shall be determined
i)y the Buiiding Department and shall be equivaient to and based upon the average
twenty four (24) hour rate of water consumption of comparai)ie i)uil(iing uses. The
Buiicling Department may use any available information inciuding usage in other
municipaiities to determine the RCE.

Approve(l Material. All water service lines having a diameter of less than 3 inches
shall be made of type K copper, shall consist of a continuous uncut iength of
copper pipe between the two (2) terminal ends and shall be connected with flared
coupiings at such terminal ends. The use of sweated joints, lead pipe and lead
solder is prohii)itecl.

Larger than Two Inch. All water service lines having a diameter of three (3) or

more inches shall be made of ductile iron and shall be connected with pusi'i—on or

mechanical joints.
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Article — 5 Other Provisions/Regulations

2517 Fire Sprinkler System

2517.1

2517.2

2517.3

2517.4

2517.5

Permit Req_uirec].. No connection of a fire sprinlzler system to a water main shall
be made without a permit being issued and twenty-four (24) hours notice havin
p g y g
been given to the Buﬂding Department. All such connections shall be inspected by
and made under the supervision of the Buil(ling Department. Application for
permits to make such connection shall be made to the Building Department.

Bypass Meter. All fire sprinleler systems shall have a three—quarter (3/4) inch
water meter installed at a location designated L)y the Buﬂding Department as a
bypass for the purpose of monitoring water leaks and water usage of the sprinlzler

system.

Fees. A charge, consisting of a permit fee and the cost of the water meter supphecl
L)y the Viﬂage shall be payable to the Viﬂage at the time application is made for a

fire sprinlzler connection permit.

Where Req_uirec].. All commercial and industrial buildings, which are connected to
the pu]olic water system and requirecl by the International Building Code, shall
provide an automatic fire sprinlzler system. (Z\Deviseal Ord. No. 2011 -22)

Installation. All fire sprinlzler installations shall comply with all applicable codes,

ordinances and national standards.

2518 Accessibility

2518.1

2519 Resale

2519.1

Tu_rning Water On. No water from the pul)lic water system shall be turned on for
service into any premises by any person other than a Viﬂage employee or agent. If
a person turns on water in violation of this provision he shall be subject to a fine

of $250.00 plus additional costs incurred by the Viﬂage to turn off the water.

Prohibited. No water shall be resold or distributed Ly the recipient thereof from
the public water supply to any premises other than that for which application has

been made and the meter instaﬂed, except in the case of an emergency.
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2520 Access to Equipment

2520.1

Obstruction. No person shall in any manner obstruct access to any Valve,
hydrant, stopcoclz, manhole, flow measuring equipment or any other equipment
necessary to the operation of the public water system which is located in any pubhc

street, aﬂey or easement. Obstruction may be removed accorcling to Section

2520.1.A.

A. Inside Location. No person shall in any manner obstruct access to any meter

or any flow measuring equipment located in any buil(ling or structure.

2521 Damage to Eq_uipment and Property

25621.1

2521.2

2521.3

2521.4

Deliberate Action. It shall be unlawful for any person to maliciously, wﬂl{-uﬂy or
negligently brealz, damage, des’croy, uncover, or deface any structure,

appurtenance, equipment, or property of the pu]olic water system.

Unauthorized Action. No unauthorized person shall repair, remove or replace any

equipment, appurtenance, or property of the pu]olic water system.

Tampering. It shall be unlawful for any person not authorized Ly the Viuage
Board to tamper Witl’l, alter or injure any part of the public water system, including

water meters.

Penalty. Any person Violating any provision of this Section shall be subject to
immediate arrest under charge of violation of this Section, and upon a plea or
fin(ling of guilt shall pay a fine of not less than $250.00 plus all fees associated

with restoring the equipment.

2522 Service Outside of Village

25622.1

2622.2

2622.3

Public Water Service Outside Vi]lage Limits. Public water service may be made
available to premises located outside the Viﬂage corporate limits at the discretion

of the Viuage Board.

Approval Requirements. Approval shall require vote of all members of Viuage

BOEII'C[.

Fees. In the event such service is £urnishecl, the user, connection and other fees,
rates and charges therefore shall be a minimum of one and one-half (1 1/2) times
the fees, rates and charges established in this Article for such service proviclecl
within the Viuage corporate limits.
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2622 .4

Extension. The extension of the water main facilities and service lines shall be at
the Sole cost and expense of the user and the specifications and instaﬂation thereof
shall be in accordance with this Chapter.

2523 Limitation of Use of Water

25623.1

2523.2

2523.3

Conservation of Water. The outside use of water is hereby restricted. On even-
numbered days of the month those users who have an even-numbered street
address may use water for outside purposes; those who have an odd-numbered
address are prohibited from using the water on even-number days. Those who
have odd-number addresses may use the water for outside purposes on odd-
numbered days; those who have even-numbered addresses are prohihited from
using the water for outside purposes on odd-numbered days.

Emergency Water Use Restrictions. Whenever in the judgment of the Viﬂage
President, or the certified operator in charge of the potaue water system, a pul)hc
emergency may require it, he or she shall have the right and authority by
proclama’cion to limit in respect to time, or Whouy suspend or prohﬂ)it for as long
as the emergency shall, in his or her juclgment require, the use of water for any
nonessential purpose, and no person shall use or draw water in violation of any

such proclamation.

Pena.lty. Any person, firm, or corporation Violating this Section, shall be fined
not less than $50.00 and no more than $750.00 and be responsﬂ)le for the
Village’s cost of prosecution, including attorney fees. Bach day that a violation
continues shall be considered a separate offense. In addition, the Viuage reserves
the right to discontinue water service to any premises until the violation is

correctecl.
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Article 6 - Meters and Charges

2524 Meters Req_uirecl

25624.1

2524.2

2524.3

25244

2524.5

2524.6

2524.7

Occupancy. Occupancy is hereby prohibited unless premises have metered water.
No Temporary or Permanent Occupancy Permit shall be grantecl to any premises
using the pubhc water supply until a water meter and reader shall have been
installed thereon as require(l by this Article.

Meters and Readers Req_uirec].. All premises using the public water supply must be
equippecl with a water meter and reader furnished by the Viuage and paicl for Ly
the property owner.

Non-metered Water System Acquire(l Ly Vi]lage. Where a non-metered water
distribution system is acquired by the Viﬂage and added to its combined sewer and
waterworks system, a water meter and reacler, furnished by the Viﬂage and paicl for
L)y the property owner, shall be installed by the owner of each unmetered premises.
The owner of the premises furnished L)y such meter shall pay to the ViHage its

costs for such water meter ancl reacler.

Shu’c-O{{ Valves Require&. All water meters shall be installed with shut-off valves
on both the inlet and on the discharge sides of the meter.

Bypass Require(l. All meters shall be pipecl with Lypass lines to provicle for service
without interruption of water service. The line side of the bypass shall have a

lockable ball valve. The Viuage shall provicle locks.

Exception: Residential water meters.

Prohibited Location. The installation of water meters inside of crawl spaces,

outside of the structure, in concealed spaces, or in confined areas is prohibited.
Exception: The installation of meters and backflow devices may be installed in
engineered approvecl enclosures, i.e. Hot Box, may be permittecl with Building
Department approval.

Ownership. All water meters installed pursuant to this Ordinance shall be the
property of the Viﬂage.
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2525 Location of Meters; Easy Opening; By-Pass

25625.1

2525.2

Location of Meters. Meters and readers shall be place(t in a location of easy access
to the Public Works Department and shall be installed, sut)ject to the approval of
the Building Department, in such a manner that any part of such meter may be
removed without tlaving to remove it from the water line to which it is attached.
The owner shall provi(te a proper opening in the piping provi(te(t with the necessary
valves, couplings, unions and t)y—pass required to install the meter.

Meter By-Pass. Where any water meter two (2) inches or 1arger is to be installed,
there shall also be a by-pass. The valve on said by-pass shall be lockable and in no
case shall said lock be broken.

2526 [Installation, Repair and Replacement Charges and Fees

2526.1

2526.2

2526.3

2526.4

Meter Replacement and Repairs. The cost of meter replacement and

repairs shall be paid t)y the Viﬂage from system generate(t revenues, except as
provi(te in Section 2526.4.

Installation of Outside Reader. Where an existing meter is replace(t and an outside
reader is installed, where no previous outside reader existed, the owner shall pay to
the Viuage a service ctlarge of $37.50. Where a meter is modified rather than
reptacect and an outside reader is installed, where no previous outside reader
existed, the owner shall pay to the Viuage a service charge of $15.00. Each of
these service ctlarges shall be hilled to the owner and shall be due and payat)le to
the Viﬂage within 30 ctays of the Liﬂing date. Payment of such service ctlarge after
the due date shall sut)ject the owner to an administrative ctlarge in the amount of
ten percent (10%).

Replacement of Outside Reader. Where an existing structure tlaving an outside
reader is altered in any way, or a fence is installed on the property, so that outside
meter reading is no tonger convenientty teasit)te, the owner of such premises shall
pay to the Viuage the entire material and labor costs of relocating the meter or
outside reader. Said sum shall be paya]ote at the time the application for Luilcting
or remodeling permit is obtained or at the time requested t)y the Viﬂage, whichever

is sooner.

Meter Repairs. Property owners shall bear the entire expense of all repairs on water
meters on their premises due to treezing or from any other cause owing to the
negligence of the said property owner or his tenant. The repairs shall be made t)y
the Viﬂage and the cost thereof shall be hilled to and paict loy the property owner as

herein required.
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2526.5

A. Strainers. Where the need arises for a strainer to be installed in order to
protect the water meter from repeated repair, the property owner shall have
one installed L)y a licensed plumber. The requirement for a strainer shall be
determined Ly the Public Works Department. The work shall be inspectecl by
the Building Department.

Replacement and Testing Program. The Director of Public Works shall initiate
and maintain a program to replace all water meters on a ten (10) year cycle. All
water and/or sewer users using a water meter who are receiving water and/or
discharging wastewater in excess of 750,000 gallons per year shall have their

water/sewer meter tested for accuracy at least every two years.

2527 Meter Reading, Billing Rates

2521.1

2521.2

2521.3

252714

Duty of Vi]lage Treasurer. The Viﬂage Treasurer shall cause every water meter
used in the Viuage to be read at such time or times as are necessary so that water

bills may be sent out at the proper time.

Right of Access to Premises. The Viﬂage, its servants, agents and employees shall
have a continuing right of access to premises which are served with public water for
the purpose of reacling inside and outside water meters and also for the purpose of
inspecting, repairing, instaﬂing, modifying and replacing water meters and water
meter readers. The water supply to any premises may be shut off whenever access
has been hindered or denied by the user and/or owner. In addition to such water
shut og, any person, firm, or corporation Violating this subsection shall be fined

not less than $100.00 nor more than $750.00 for each clay cluring, or on which

such access to the premises has been prevented.

Water Rates. All property upon which any Luilcling has been or may hereafter be
erected having a connection with any mains or pipes which may hereafter be
constructed and used in connection with the pul)hc water system shall be chargecl
the sum of $12.00 per month, plus $4.02 per thousand gaﬂons of water used per
month. The charges in this section shall be reviewed and adjusted annuaﬂy by the
Viuage Clerk and Viuage Treasurer based on the Consumer Price Index, Chicago—
Naperviﬂe—Elgin area. Adjustments will be made effective with the first meter
reacling after May 1, 2026 and in subsequent years. Each rate adjustment will be
in effect for the foHowing year. The Viﬂage Clerk shall maintain a current annual
rate sheet of these charges. The annual rate adjustment shall also be pubhshed on
the Viﬂage’s website. (Revisea/ Ord. 2025-1 4)

Calculating. Metered usage shall be read Ly the Viﬂage to the lowest even
increment of 1,000 gaﬂons.
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2521.5

2521.6

Water Sold In Bulk. The rates for water sold in bulk shall be $0.05 per gaﬂon.
(Z\Devisea, Ord. 2024-21 )

Anyone Wishing to purchase water in bulk shall be requirecl to make arrangements
for connection with the Buil(ling Department, and shall comply with this Chapter.
Tickets for water to be sold in bulk may be purchasecl from the Office of the
Viﬂage Clerk during normal business hours.

Water During Construction. During the construction of any louilcling and before
any water has been turned on or before any water meter is installed as is herein
proviclecl, the contractor so constructing such louilcling may be permittecl to use the
public water supply Ly previously malzing application therefore to the Buil(ling
Department and Ly paying a deposit for a water meter as listed in Table 2527.6.
All connections to the water system cluring construction shall provicle a RPZ
backflow valve, which shall be certified at time of installation. The contractor shall
pay the Viuage the sum of $4.10 for each 1,000 gaﬂons, or fraction thereof, of
water used in connection with the construction project as measured by said water
meter. The deposit shall be refunded minus $25.00 for 34”7 and 17 meters and
$50.00 for 2” and 3” meters when the water meter is returned to the Viﬂage and
is found to be in good Worlzing condition. If for any reason the meter is lost or has
to be repairecl, the cost of repair or replaoement shall be deducted from the cleposit.
Any deficiency shall be pai(l Ly the contractor. Connection to water main shall
comply with this Chapter.

Table 2527.6
Meter Size Amount of Deposit
% Inch $ 175.00
1 Inch $ 375.00
2 Inch $ 600.00
3 Inch $1,550.00
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2528 Biﬂing, Collection of Bills

25628.1

2528.2

2528.3

Bills. Rates or charges for service shall be payal)le quarterly depending on the
classification of service for which bills are rendered. The owner of the premises,
the occupant thereof and the user of the service shall be jointly and severaHy liable
to pay for the service to such premises. Bills for water service shall be sent out Ly

the ViHage Treasurer on the first day of the quarter succeeding the period for
which the service is hilled.

Due Date. All bills are due and payable 15 days after being sent out. A penalty of
10 percent (10%) shall be added to all bills not paicl loy the 30 clay after they have

})een rendered.

Revenues. All revenues and moneys derived from the operation of the water
system shall be deposited in the water account of the water fund. All such
revenues and moneys shall be held 1)y the Viﬂage Treasurer separate and apart
from all other funds of the Viﬂage. The Viﬂage Treasurer shall receive all
revenues from the water system and all other funds and moneys incident to the
operation of such system as the same may be delivered to him or her and cleposit
the same in the account of the fund designated as the “Water Fund of the
Viuage.”

2529 Terminating Service for Nonpayment; Turn-On Service Charge

2529.1

Non-Payment. If the charges for such services are not paid within sixty (60) days
of the date it is mailed Ly the Viﬂage, the Viuage may, in addition to or in lieu of
other remedies set forth in this C}lapter, or other remedies available to the Viﬂage
of Spring Grove Ly law, disconnect the Luilding or structure from the pu]olic water
system and cease provicling that Luilding with water service. If the charges for
services are not paid on the 30" day after the date they have been rendered, the
Viuage shall send a final notice that the water will be shut off on or after a final
date for payment unless the charges including interest, penalties and a final notice
fee of $25.00 are paicl in full. The property owner shall be responsﬂ)le to pay any
and all clelinquent ]oiﬂs, disconnect £ees, and reconnection fees, as well as any and
all other expenses or fees reasonably incurred by the Viﬂage to disconnect and
reconnect the Luilding before the louilcling will be reconnected to the pul)lic water
system.
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2529.2 Lien Notice of De]inquency. Whenever a bill for water service remains unpaicl for
60 days for quarterly service after it has been rendered, the Viﬂage Treasurer may
file with the County Recorder of Deeds a statement of lien claim. This statement
shall contain the 1egal clescription of the premises served, the amount of the
unpai(l Liﬂ, and a notice that the Viﬂage claims a lien for this amount as well as
for all charges suljsequent to the periocl covered loy the hill plus all disconnection
and ﬁling fees.

A. Notification. If the user whose hill is unpaicl is not the owner of the premises
the ViHage Treasurer shall send notice of the claim for lien to the owner of

the premises, whenever such bill remains unpaicl for the periocl one hundred

and five days (105) fora quarterly bill after it has been rendered.

2529.3 Foreclosure of Lien. The Viﬂage may foreclose upon property subject to a lien for
unpai(l charges, as is the case in the foreclosure of statutory liens.
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Article — 7 Private Wells and Supp]ies

2530 Private Water Wells Supply

2530.1

2530.2

2530.3

Availal)ility. Whenever a public water main is not available pursuant to this
Section, the louilcling service pipe shall be connected to a private water supply
complying with the provisions of this C}lapter.

A. Al)utting Property. A private water supply shall not be used for domestic
purposes for any Luil(ling to be occupied when a pubhc water main is located
on any alautting easement or right of way. The owner/operator of all louilclings,
properties or structures situated within the Viﬂage abutting any aﬂey,
easement, right—of—way, street or across the street which has a public water
supply main located on any alautting easement or right of way is requirecl to
make a connection to the potal)le water system in accordance with the
provisions of this Chapter within 90 clays after date of official notice to do so.
Any and all expenses to connect to the public water main shall be totaHy the
owners expense. The connection shall comply with Section 2512. At such
time as the connection is made to the po’caljle water system the use of any

private supply 1s prohibited.

Operation. The owner/ operator shall maintain and operate the private water supply
system at all times in compliance with the IEPA and McHenry County Health
Department standards at no expense to the Viﬂage.

Application. Before construction or abandonment of a private water supply system
within the Viﬂage, the owner shall first obtain a permit from the McHenry
County Health Department and the Viuage of Spring Groves Building
Department. A permit for construction/abandonment and inspection fees shall be
pai(l to the Viﬂage Treasurer in such amount as shall be established by the Viﬂage
Board from time to time. No permit shall be issued loy the Viﬂage without proo£ of
possession of a valid McHenry County permit for the Speciﬁc private water supply.
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Article — 8 Special Use Systems
2531 Non-Potable Water Systems

2531.1 Non-Potable Uses. All systems which are intended as non-potable shall make
separate application to the Building Department.

A. Review. The application shall be reviewed Ly the Building Department and
any office, pro£essional, and authority the Building Department deems
necessary to assure sa£ety of the public water supply.

B. Review Fee. The owner/operator of a proposed system shall be responsihle for
all review fees associated with approving the system.

2531.2 Protection of Water Supply. Any proposed connection to the public water supply
may be denied Ly the Building Department in order to protect the pul)hc water
Supply and the public health.

A. Appea.ls. Whenever the Builcling Department shall reject any submittal, the
owner shall have the right to appeal to the Viuage Boar(l, which shall then
consult with the Viﬂage Engineer as to the propriety of the appeal. The
decision of the Viﬂage Board with respect to such appeal shall be final.
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Article - 9 Backflow Regulations

2532 Cross-Connection Control General Poiicy

2532.1

2632.2

2532.3

Purpose and Regulations. The purpose and regulations of this Article is to protect
the pui)iic water system from contamination or poiiution ioy isoiating within the
customer's water system contaminants or poiiutants which could backflow through
the service connection into the put)iic water system, to eliminate cross-connections
between the pui)iic or customer's potai)ie water system and non—potai)ie water systems,
and to provi(ie for cross-connection control which will prevent the contamination or

poiiution of the pui)iic and customer's potai)ie water systems.

Application. These rules and reguiations shall appiy to all structures and premises
served i)y the pui)iic water system of the Viiiage.

Po]icy. The customer shall be responsiioie for protection of the pui)iic water system
from contamination due to backflow or t)aciz—siptionage of contaminants througtl the
customer's water service connection. It, in the ju(igment of the Buii(iing Department
of the Viiiage, a backflow prevention device is necessary for the satety of the pui)iic
water system, the Viiiage shall give notice to the customer to install a backflow
prevention device at each service connection to the structure or premises. The
customer shall imme(iiateiy install such device or devices at his or her own expense.
Failure, refusal or inai)iiity on the part of the customer to install such device or
devices immeciiateiy shall constitute grouncis for ciiscontinuing water service to the
structure or premises until such device or devices have been installed. The customer
shall retain records of installation, maintenance, testing and repair as requireci in
Section 26374 for a perioci of at least five years. The Viiiage shall require the
customer to submit a cross-connection inspection report to the Buiiciing Department
to assist in cietermining whether or not service line protection will be requireci. All

cross-connection inspections shall be conducted i)y a Cross-Connection Control

Device Inspector certified t)y the IEPA.

2533 Water System

2533.1

Components. The water system shall be considered as made up of two parts: The

pui)iic water system and the customer's water system.
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2533.2

2533.3

Public Water System. The publio water system shall consist of the source facilities
and the distribution system, and shall include all those facilities of the potal)le water
system under the control of the Viﬂage up to the point where the customer's water
system Legins. The source shall include all components of the facilities utilized in
the production, treatment, storage and delivery of water to the public water system
distribution system. The pubhc water system distribution system shall include the
network of conduits used to deliver water from the source to the customer's water

system.

Customer’s Water System. The customer's water system shall include all parts of the
facilities beyoncl the service connection used to convey water from the pu])lic water

system distribution system to points of use.

2534 Cross-Connection Prohibited

2534.1

2534.2

Protection. Connections between potable water systems and other systems or
equipment containing water or other substances of unknown or questionable quality
are prohibited except when and where approved backflow prevention devices or
methods are installed, tested and maintained to insure proper operation on a

continuing basis.

Prohibitions. No physical connection shall be permitted between the potable portion
of a system and any other water system not of equal or better bacteriological and
chemical quality as determined Ly inspection and analysis Ly the Viﬂage. There shall

be no arrangement or connection by which an unsafe substance may enter a supply.

2535 Backflow Devices

2535.1

2535.2

Types of Devices. The type of backflow prevention device requirecl loy the ViHage
shall be determined L)y the Buﬂding Department. The Department shall use IEPA
regula’cions, IDPH regula’cions, and any other applical;le regula’cions in cletermining

which device will be required fora particular customer.

Level of Hazard. The customer shall disclose all necessary information in regarcls to
its use of water in order to determine the level of hazard for connections to the public

water system.

2536 Survey and Investigations

2536.1

Accessil)ility. The customer's premises shall be open at all reasonable times to the
Builcling Department or its clesignee for the inspection of the presence or absence of
cross-connections  within the customer's premises, and testing, repair and

. . . . . ] .
maintenance o£ cross-connection control clewces wfcl'un the customer's premises.
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2536.2

2536.3

2536.4

Information. On request by the Builcling Department, the customer shall furnish
information regarding the piping system or systems or water use within the
customer's premises. The customer's premises shall be open at all reasonable times to
the Department for the verification of information submitted Ly the customer to the
Department regarding cross-connection inspection results.

Survey SCheduling. It shall be the responsibility of the water customer to arrange
periodic surveys of water use practices on his or her premises to determine whether
there are actual or potential cross-connections to his or her water system through
which contaminants or poHutants could backflow into the customer's premises or the

pul)hc potaljle water system. All cross-connection control or other plurnl)ing
inspections must be conducted in accordance with 225 IL.CS 320/3(1).

Responsil)i]ity. It is the responsibﬂity of the water customer to prevent backflow into
the public water system L)y ensuring compliance with this Chapter.

A. Protection. All cross-connections shall be removed or approve(l backflow
prevention devices shall be installed for control of backflow and Laclz—siphonage.

B. Installation. Backflow prevention devices shall be installed in accordance with

[ .
Jche manu£acturers instructions.

C. Inspection. Backflow prevention devices shall be inspected at the time of
installation and at least annuaﬂy by a person approvecl Ly the Viﬂage and TEPA
as a CCCDI. The inspection of mechanical devices shall include physical testing

. . [ .
in accorclance wfch the manu£acturer s instructions.

2537 Testing and Records

2537.1

2537.2

2537.3

2537 4

Annual Testing. Each device shall be tested at the time of installation and at least

annuaﬂy or more {:requently if recommended Ly the manufacturer or as requestecl Ly

the Buil(ling Department. Copies of all tests shall be submitted to the Viﬂage.

Submittal. Records shall be submitted to the Builcling Department and shall be
available for inspection by [EPA personnel in accordance with 415 ILCS 5/ 4(e).

Information Tag. Bach device shall have a tag attached 1isting the date of most
recent test, name of CCCDI and type and date of repairs.

Maintenance Log. A maintenance 1og shall be maintained l)y the customer, affixed
to the backflow prevention device and shall include: date of each test; name and
approval number of person performing the test; test results; repairs or servicing

requirecl; repairs and date completed; and service performecl and date completecl.
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	2505.4 Location of Valves.  Valves shall be located on water mains so as to be able to isolate sections of main from the entire system with a minimum disruption of service.
	2505.5 Valve Distance.  Valves shall be installed so that not over 800 ft. of water main, with services, will be shut off at any time.  Transmission lines with no service connections shall have valves located so that not over 1200 ft. of main will be ...
	2505.6  Isolation.  Valves shall be located so that no more than four valves are required to be closed to isolate a section of water main.
	2505.7 Valve Vaults.  Valve vaults are required on all valves two and one-half inches or larger.  Valve vaults shall be sixty inches inside diameter or larger with offset cones or as may be approved by the Village.
	2505.8 Thrust Blocks.  Thrust blocks shall be required at all hydrant tees and bends.  Where undisturbed earth is not available and not likely to be available to support the thrust blocks, tie rods and or retaining glands (Megalugs) shall be used as a...
	2505.9 Burial Depth.  All water mains shall be constructed a minimum of six feet and a maximum of eight feet below final grade unless otherwise approved by the Code Official.
	2505.10 Separation.  Separation and protection of water mains from sewers shall comply with the Illinois EPA Division of Public Water Supplies Technical Policy Statements, latest edition.
	2505.11 Extension. All water mains shall be constructed to extend across the full width of the property which it serves. All persons desiring to extend water mains in the Village must extend the same under the supervision of the Village Engineer. No p...
	2506 Water Main Material
	2506.1 Pipe.  All pipe and casings shall be Class 52 Ductile Pipe, Domestic only, DR18 PVC conforming to AWWA C-900, or equivalent approved by the Village Engineer. (Revised Ord. 2021-01)
	2506.2 Laying Length.  All pipe shall have a minimum laying length of eighteen feet.
	2506.3 Joints.  Pipe joints shall be push-on joints or mechanical joints conforming to AWWA C-111 (ANSI 21.11).  Rubber gaskets for push on joints shall conform with ASTM F477 and ASTM D3139. (Revised Ord. 2021-01)
	2506.4 Sleeved.  Any water main located within a sleeve must use field-lock gaskets.
	2506.5 Cement-Mortar.  All pipes and fittings shall be cement-mortar lined in accordance with AWWA C-104 (ANSI A-21.4).
	2506.6 Fittings.  All mechanical joints fittings shall be Ductile Iron Class 52 and conform to ANSI/AWWA C151/21.51. Class thickness shall be designed per ANSI/AWWA C150/A21.50, and tar coated and cement lined per ANSI/AWWA C104/A21.4. Rubber rings f...
	2506.7 Valves.  All valves shall be Clow or Mueller resilient wedge valves, parallel set, non-rising stem gate valves conforming to AWWA C-500.  Valves shall open counter clockwise.  Joints shall be mechanical or push-on type conforming to AWWA C-111.
	2506.8 Valves larger than 8”.  Valves larger than eight inches shall be ductile-iron body, rubber sealed, tight closure butterfly valves conforming to AWWA C-504.  Valves shall be Class 150-8 and shall open counter clockwise and be operated by a two i...
	2506.9 Vaults.  Valve vaults shall be a minimum sixty inches inside diameter and shall consist of precast reinforced concrete sections meeting ASTM C-478 and ASTM C-433 standards or as approved by the Village.
	2506.10 Rings.  Adjusting rings shall be precast concrete rings.
	2506.11 Vault Steps.  Vault steps shall be Neenah R-1981-1 or such alternative as may be approved by the Code Official.
	2506.12 Stamping.  Frames and grates for valve vaults shall be Neenah or such alternative as may be approved by the Code Official.  Frames and grates shall be embossed with “Water” and have a recessed pick-hole.
	2506.13 Openings.  All pipe openings shall have a lockjoint flexible manhole sleeve, conforming to ASTM-C, integrally cast into the barrel section.
	2507 Water Main Construction Standards
	2507.1 Conformance.  Water mains and appurtenances shall be installed in conformance with AWWA C-600, the material manufacturer’s recommendations, the standard specifications for Water and Sewer Main construction in Illinois, and this Chapter.
	2507.2 Trench Backfill.  Trench backfill shall be required in all locations where the water main trench is under or within two feet of existing or proposed pavement, including but not limited to streets, sidewalks and driveways.  The trench backfill s...
	2507.3 Water in Trench.  Where water is encountered in the trench, it shall be removed during pipe-laying and joint operations.  Trench water shall not be allowed to enter the pipe being laid at any time.
	2507.4 Water System Connections.  All connections to the existing public water system shall be made under full water service pressure unless otherwise approved by the Village.
	2507.5 Butterfly Valves.  All butterfly valves shall be attached to the water main with a MJ and flange connector to facilitate removal of the valve.  The valve vault shall be of sufficient size to accommodate the valve and connector as approved by th...
	2507.6 Bedding and Trench Backfill.  Aggregate for bedding when required and for trench backfill shall conform to requirements of Article 704.01 of the “Standard Specifications for Road and Bridge Construction”, State of Illinois, and conform to grada...
	2508 Fire Hydrants
	2509 Pressure Tests and Main Flushing
	2509.1 Notice.  As part of the construction of development improvements, all water mains and water services which are three inches or greater shall be pressure tested as described in this Section 2509.  Pressure tests shall be scheduled with the Villa...
	2509.2 Procedure.  All newly laid pipe shall be pressure tested utilizing an oil-filled pressure gauge, in two pound increments.  The pressure level for the test shall be one hundred pounds per square inch, with no loss or gain.  Duration of each pres...
	2509.3 Prior to Connection.  All testing shall take place prior to the installation of any service lines.
	2509.4 Hydrants.  All valves, including hydrant auxiliary valves, shall be open to include hydrants in the pressure test and chlorination.
	2509.5 Observation.  All pressure tests, chlorination and bacteria samples shall be done in the presence of authorized Village personnel.
	2509.6 Preliminary Flushing.  Prior to chlorination, the main shall be flushed as thoroughly as possible with the water pressure and outlets available.  Flushing shall be done after the pressure test is made.  This flushing removes only the lighter so...
	2510 Disinfection of Water Main
	2510.1 Point of Application.  The preferred point of application of the chlorinating agent shall be at the beginning of the pipeline extension of any valve section of it and through a corporation stop in the top of the newly laid pipe.  The injector f...
	2510.2 Water Flow.  Water from the existing distribution system or other source of supply shall be controlled to flow slowly into the newly laid pipeline during the application of chlorine-gas.  The rate of chlorine mixture flow shall be in such propo...
	2510.3 Backflow.  Valves shall be manipulated so that the strong chlorine solution in the line which is being treated does not flow back into the line supplying the water.
	2510.4 Required Time.  The treated water shall be retained in the pipe at least twenty-four hours.  After the chlorine-treated water has been retained for the required time, the chlorine residual at the pipe extremities and at other representative poi...
	2510.5 Valves During Disinfection.  In the process of chlorinating newly laid pipe, all valves and other appurtenances shall be operated while the pipeline is being filled with the chlorinating agent.
	2510.6 Conformance.  All water mains shall be disinfected and tested according to the requirements of the “Standard for Disinfection of Water Mains”, AWWA C-601 and as required by this Chapter.  Disinfection shall be performed by an independent firm e...
	2511 Final Flushing and Testing of Water Main
	2511.1 Site Plans.  An 8 ½” by 11” site plan shall be submitted to the Building Department which shall show any section of main being pressure tested, chlorinated, or tested for bacteria levels; shall clearly show the sections of main being submitted ...
	2511.2 Final Flush.  Following chlorination, all treated water shall be thoroughly flushed from the newly laid pipeline at its extremities until the replacement water, throughout its length shall, upon test, be approved as safe water by the Village.  ...
	2511.3  Test Samples.  Samples shall be taken by the firm performing the disinfection of the main and in the presence of the Village personnel.  Samples shall be taken to a laboratory approved by the Village for analysis.
	2512  Appendices W-1 through W-9
	2512.1 Adopted.  Detail and specifications for compliance with this Chapter are set forth in Appendices W-1 through W-9, attached hereto and made a part hereof.
	2512.2 Discrepancy. Where a discrepancy between this Chapter and the appendices attached exist, the more stringent shall apply.
	Article – 3 Water Services
	2513 Water Service Design
	2513.1 Service Sizing.  The minimum service size shall be one inch (1”).  All service lines shall be designed with a minimum diameter necessary to provide adequate domestic and fire flow use.
	2513.2 Connection.  One inch service lines shall be direct tapped.  Service lines greater than one inch (1”) and less than three inch (3”) shall be connected with approved service saddle and corporation stop.  Service lines three inches (3”) and large...
	2513.3 Valves.  Each service line less than three inches (3”)  in diameter shall have a curb stop, and B-Box.  Service lines three inches (3”) and larger shall have gate valves conforming to water main gate valve specifications and conform to Article ...
	2513.4 Location of Valves.  Curb stops and curb boxes shall not be located in the rights of way.  Such curb stops and boxes shall not be located within two feet of any paved area or other hard dust-free surface.
	2513.5 Burial Depth.  Water service lines shall have a minimum cover of seventy-two inches.
	2513.6 Repair Sleeves.  Repair sleeves shall be full circle, and all stainless steel.
	2513.7 Three Inch and Larger.  Water service lines three inches and larger shall be subject to pressure testing and chlorination in conformance with Article 2 of this Chapter.
	2513.8 Bedding and Trench Backfill.  Aggregate for bedding when required and for trench backfill shall conform to requirements of Article 704.01 of the “Standard Specifications for Road and Bridge Construction”, State of Illinois, and conform to grada...
	2513.9  Prior to Connection.  The installer must have obtained an IEPA permit, and must have submitted it to the Village, prior to installation of any service connections.
	2514 Responsibility for Installation; Supervision
	2515 Water Service Material
	2515.1  Services less than 3”.  Service lines less than three inches shall be K copper only.  PEX or PEX-AL-PEX water pipe and tubing may be used for hot and cold water distribution systems within an accessory building or municipal building with pre-a...
	2515.2  Three Inch and Larger.  Service lines three inches and larger shall be ductile iron and shall conform to Article 2 of this Chapter.
	2515.3  Corporation Stops.  Corporation stops shall be A.Y. McDonald; 4701 B – Flare or 4701 BQ – Compression.
	2515.4  Curb Stops.  Curb stops shall be A.Y. McDonald; 6104 – Flare or 6104 Q - Compression.
	2515.5  B-Boxes.  B-Boxes shall be A.Y. McDonald; 5614 – Minneapolis Style with         1 ¼” Upper Sections or 5615 – Minneapolis Style with 1 ¼” Upper Sections.  B- Boxes shall have a minimum six foot bury depth (max eight foot under pavement), no ri...
	2515.6  Tapping Saddles.  Water services 1 ¼” through 2” shall use approved tapping saddles as follows:  Smith Blair #317 or Cascade, CST-EX only.
	2515.7  Repair Sleeves.  Repair sleeves shall be full circle, all stainless steel.   Approved sleeves are Smith Blair #261 or Cascade CR1 only.
	Article 4 - Connections
	2516 Permits, Notice Required for Connections; Fees, Supervision, Inspection
	2517 Fire Sprinkler System
	2518 Accessibility
	2519 Resale
	2520 Access to Equipment
	2521 Damage to Equipment and Property
	2522 Service Outside of Village
	2523 Limitation of Use of Water
	Article 6 - Meters and Charges
	2524 Meters Required
	Exception:  Residential water meters.
	2525 Location of Meters; Easy Opening; By-Pass
	2526 Installation, Repair and Replacement Charges and Fees
	2527.4  Calculating. Metered usage shall be read by the Village to the lowest even increment of 1,000 gallons.
	Article – 7  Private Wells and Supplies
	Article – 8  Special Use Systems

